
1. EXCEPT FOR THE REQUIREMENTS SPECIFIED IN CLAUSE 1.4 RELATING TO USER CLASSES 1A AND 4, EXAMPLES OF USES ARE INTENDED TO BE FLEXIBLE AND ALLOW FOR PROGRESSIVE IMPROVEMENT BOTH IN THE 
CASE OF MANOEVURING INTO AND OUT OF PARKING SPACES, AND IN LEAVING AND RE-ENTERING THE VEHICLE AS ONE PROGRESS UP THE USER CLASSES' SCALE FROM 1 TO 3A. THE MODELLING OF THE VEHICLE 
MANOEUVRING INTO CLASS 1A SPACES SHOWS HOWEVER, THAT MANY DRIVERS HAVE DIFFICULTY DRIVING INTO AND OUT OF SUCH SPACES; ESPECIALLY THOSE VEHICLES LARGER THAN B85 VEHICLE (REFER TO 
DISTRICT PLAN. FURTHERMORE, THEY MAY HAVE DIFFICULTY ENTERING AND LEAVING THE VEHICLE IN NARROWER SPACES. SAFTEY ISSUES ASSOCIATED WITH DELAYS AND CONGESTION CAUSED BY MANOEUVERS 
INTO AND OUT OF CLASS 1A SPACES IN LARGE PARKING AREAS SHOULD ALSO BE TAKEN INTO ACCOUNT. SEE APPENDIX B, PARAGRAPH B4.8. AS/NZS 2890.1:2004
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