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NOTE:
1. ALL DIMENSIONS IN MILLIMETRES.
2. APPROVED TESTABLE RPZ CHECK VALVE ASSEMBLY,

AS PER N.Z. BUILDING CODE G12 TO PREVENT
BACKFLOW HAZARD.

3. RPZ STYLE BACKFLOW PREVENTERS SHALL BE
300mm ABOVE THE GROUND.

4. UPSTREAM AND DOWNSTREAM METER STRAIGHT
LENGTH AS PER MANUFACTURERS SPECIFICATION.

5. METERS ≤ 50Ø SHALL BE CLASS 'C' (A COMBINATION
TYPE ACCEPTABLE).

6. ALL METER/RPZ PIPEWORK SHALL BE WITHIN A
SUITABLY APPROVED PROTECTIVE CAGE/BOX.

FIRE SPRINKLER AND METERED SERVICE
CONNECTION WITH COMMON PIPE FROM MAIN

(NOTE: RPZ TYPE BFP MUST BE INSTALLED 300 MIN ABOVE GROUND)
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GALVANISED STEEL ANGLE
CAGE WITH MESH.

PUDDLE FLANGE 100 THICK CONCRETE SLAB,
PERIMETER TO BE 200 OUTSIDE
OF ABOVE GROUND FITTINGS

ELEVATION OF ≥ DN100 DOMESTIC SUPPLY PIPE
(NOTE: RPZ TYPE BFP MUST BE INSTALLED 300 MIN ABOVE GROUND)
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RPZ TYPE BACKFLOW PREVENTER
(TO BE INSTALLED TO MANUFACTURERS

INSTRUCTIONS)

CLASS "C" COMBINATION
METER. REFER NOTE 5
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