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TAKAPUNA CROSSING — — PROPERTY BOUNDARY
BLACK AND WHITE PEDESTRIAN CROSSING POLE WITH — ﬂ — 100mm YELLOW NO-STOPPING LINES
FLUORO DISC INSTALLED WITHIN 2m OF THE RD-0091 (6m MINIMUM)

100mm YELLOW NO-STOPPING LINES —
PEDESTRIAN ZEBRA MARKINGS

(6m MINIMUM)

TRANSITION NIB TO EXISTING FOOTPATH

KERB AND CHANNEL

DIRECTIONAL TACTILES EXISTING KERB AND CHANNEL

(1m MINIMUM LENGTH)

PW-39 HUMP SIGN WITH 25km/h
ADVISORY SPEED SIGNS (OPTIONAL)
ROAD EDGE LINE (OPTIONAL)

WARNING TACTILES

PEDESTRIAN ZEBRA MARKINGS IN
REFLECTORISED WHITE 600mm WIDE, 600mm GAP

TRAFFIC DIRECTION

ASPHALT RAISED PLATFORM ROAD CENTRE LINE

RD-009.1

A

LIMIT LINE MARKING 300mm

TOP OF RAMP WIDE REFLECTORISED WHITE

TRAFFIC DIRECTION

BOTTOM OF RAMP
HUMP RAMP MARKINGS
REFLECTORISED WHITE

PW-39 HUMP SIGN WITH
25km/h ADVISORY SPEED
SIGN (OPTIONAL)

TRANSITION NIB TO
KERB AND CHANNEL

TAKAPUNA CROSSING

100mm YELLOW NO-STOPPING LINES ROAD EDGE LINE (OPTIONAL)
(6m MINIMUM)

BLACK AND WHITE PEDESTRIAN CROSSING 100mm YELLOW NO-STOPPING LINES

POLE WITH FLUORO DISC INSTALLED (6m MINIMUM)
EXISTING KERB AND CHANNEL DIRECTIONAL TACTILES WITHIN 2m OF THE PEDESTRIAN ZEBRA
(1m MINIMUM LENGTH) MARKINGS
EXISTING FOOTPATH — L WARNING TACTILES
PROPERTY BOUNDARY — PLAN VIEW
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